A\ N

Crocodile clips

HIRSCHMANN® S{S

Test & Measurement

A BRAND OF S<S SKS Kontakttechnik GmbH

MA 260 SH
Product MA 260 SH
description Contact-protected Miniature alligator clip with high strength insulation and

nickel-plated bronze jaws. Clamping range up to a bolt diameter of 6 mm.
The part of the jaws (fine wire section) allows a secure contect to be made
when clamping even the thinner wire. 4 mm diameter brass socket
connection.

operating instruction BA465
article-no. / 9738891xx
*colour
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HCE technical data
v connection unsprung socket 4 mm
E rated voltage” AC/DC 300 V
E measurement cat. acc. to IEC 61010 CAT Il
< rated current® 15 A
(consider derating curve)
material socket bronze, nickel plated
housing material PA
temperature range acc. To IEC61010® | -25 °C to +80 °C
inflammability class acc. to UL 94 HB
(only valid for basic material of housing)
clamping range 6 mm
standard IEC 61010
SKS Kontakttechnik GmbH | Neue Schichtstrae 14 | D-09366 Niederdorf | Phone +49-37296-930-300 | Fax +49 37296-930-301 | www.sks-kontakt.de | info@sks-kontakt.de 1/2

sales@prom-elec.com / OO0 NMPOM3JIEKTPOHNKA




=" \HIRSCHMANN:® S{S

\ Test & Measurement

A BRAND OF S<S SKS Kontakttechnik GmbH

@ for normal environmental conditions -5°C to +40°C
@ contact the manufacturer for applications at deviating temperature ranges
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