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Designation : Straight 4 mm Banana (male) Plug to Straight 4 mm Banana (female) Jack Lead.

Applications : to extend 4 mm banana jacks, sockets, and binding posts. Very low voltage general purpose electric testing, controlling, and measuring.

@11.2 211.8
The 4 mm banana male The design and the  Current  European  Electro-PJP's The wire attachments Double jacket wire to offer a wire wear The 4 mm banana female
connection complies with material of the marking. Union marking. comply with heavy indicator. PVC wire for low cost or silicone connection complies with
the 4 mm banana sockets of lantern contact marking. (French designand  duty. wire for more flexibility at low temperatures the 4 mm banana plugs of
the worldwide most famous springs meet the manufacturing.) and better feel. Cross section areas 0.75 mm?, the  worldwide  most
manufacturers and meet the need of low 1.00 mm?, 1.50 mm?, and 2.50 mm?2 for famous manufacturers and
requirements of resistance and currents 12 A, 20 A, 25 A, and 36 A meet the requirements of
interchangeability reliability. respectively. Usual lengths 10 cm, 25 cm, interchangeability
dimensions of the standard 50 ¢cm, 100 cm, 150 cm, and 200 cm (visible ~dimensions of the standard
NF C 93-440:1986. length of the wire, not the overall length of NF C 93-440:1986.
the lead).
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Configure your lead and
contact us :

- Wire jackets ?

- Wire cross section
area and / or current ?

- Color ?

- Length ?
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Designation : Straight 4 mm Banana (male) Plug to Straight 4 mm Banana (female) Jack Lead.

Electrical safety

30VAC/60VDC

Very low voltages only :
30V AC/60V DC.
Up to 36 A (at +40 °C) depending on the wire.

Operating temperature range

-20 °C mini., +80 °C maxi. (please see above t00).

Conformity « European Directive "RoHS" 2011/65/UE.
¢ European REACH regulation n°1907 / 2006.
e Standard NF C 93-440:1986.
Environment ¢ "RoHS" compliant, Pb <4 % in conductor, Pb < 0.1 % in insulator, Hg < 0.1 %,
CrVI1<0.1%, Cd<0.01%, PBB <0.1%, and PBDE < 0.1 %.
e REACH compliant, no substances from the candidate list of SVHC for authorisation at
mass concentrations greater than 0.1 %.
Materials Conductors : nickel-coated brass and red annealed copper.
Wire jackets : PVVC or silicone. Insulators and lantern contact spring, please contact us.
Colors vetiow [Gieen [N \hite
Length 10 cm, 25 cm, 50 cm, 100 cm, 150 cm, 200 cm (usual lengths).
Origin I I Designed and manufactured in France.

Reliability benchmark

Year of 1st placing on the market 1990.

Packaging

Bag of 10 units of the same color, wire, and length (default packaging).
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