1102 KSS PCB Support

e Material: UL approved Nylon 66,94V-2.

e Color: Natural.

e Pre-drill the hole on P.C. board and chassis before usage. Easy to install / unload by hands, without tool.
e For application where the space is limited and extra height is prohibited.
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Standard Design
Unit: mm
Item No A B | PCB ” Chassis | Packing
' | hole |thickness| hole |thickness]
[ sp-3 | 32 | 38 | 40 | 16 | 40 | 16 |
l[Csp-3s | 32 | 36 | 32 | 16 | 32 | 16 |
[ | 63 | 38 | 40 | 16 | 40 | 16 |
[ sp-8 | 80 | 38 | 40 | 16 | 40 | 16 |
l[CspP-10 | 105 | 38 | 40 | 16 | 40 | 16 |
[CsP13 | 127 | 56 || 40 | 16 | 40 | 16 | 100pcs/Bag
l[Csp-16 [ 159 | 56 | 40 | 16 | 40 | 16 |
[[Cspa7 | 165 | 56 | 40 | 16 | 40 | 16 |
l[CsP-19 [ 194 | 56 | 40 | 16 | 40 | 16 |
l[Csp-22 [ 222 | 56 | 40 | 16 | 40 | 16 |
l[CsP-25 [ 254 | 56 | 40 | 16 | 40 | 16 |

sales@prom-elec.com / OO0 NMPOM3JIEKTPOHUKA



