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ELECTRICAL PARAMETERS

+ IMPEDANCE (OHMS) SPECIFICATIONS [FOR PROCESS CONTROL ONLY]|
oB 24/ A(mm™ ) | b (mm) [Ae (mm?)|Ve (mm?)| Lo (nH) 05 MHz | 1.0 MHz | 5.0 MHz || At (uH) ta1n 5/u;i
N 1 19.00:06 A1 @ 100 kHz |@ 100 kHz

748 0.856 75.5 88.2 6658 1.469 20 Min. | 25 Min. 12 Min. 7.65+30% |[<10X10E-6
* N=1 #22AWG WL=1"

C
OA ~— 15.00+0.3
31.00+0.6 | - 591
1.220
DIMENSIONS
BOLD NUMBERS ARE IN MILLIMETERS
LIGHT NUMBERS ARE IN INCHES
NOTES: % = ’
1 — BURNISH TO BREAK SHARP EDGES. ROUND SUPPRESSION CORE
DRA B DATE
2 — IMPEDANCE MEASURED ON AN HP4285A, USING A 16047E FIXTURE. DRAN B 3/10/2020| 'ZE | PART NO. REV.
3 — PARTS TO MEET FAIR=RITE PRODUCTS CORP. GENERIC VISUAL INSPECTION CHKD BY B|126/5821502| ~
CRITERIA FOR SHIELD BEADS AND ROUND CABLE CORES. FR# 7H TEPRVD BY
SCALE  NONE |SHEET 1 of 1
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