Electronic Components

KEMIET

Film, Metallized Polypropylene, Power, KEMET, C4AS, 1.5 uF, 5%, 1,000 V, 70C, Lead Spacing = 37.5mm

KEMET Part Number: C4ASNBW4150A3JJ
(4ASNBW4150A3JJ)

|l «—— L ——| |<«T>| General Information
- Dielectric: | Metallized Polypropylene
T Style: | Radial
H Supplier: | KEMET
Series: | C4AS
¢ ROHS: | Yes
+ Lead: | 4 Wire Leads
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Capacitance: | 1.5 uF
Capacitance Tolerance: | 5%
Dimensions Voltage DC: | 1000 VDC
L 42.5mm NOM Voltage AC: | 600 VAC
H 37mm NOM Temperature Range: | -40/+85C
T 28mm NOM Rated Temperature: | 70C
S 37.5mm +/-0.4mm Dissipation Factor: | 0.05%
LL 6mm -2mm Max dvdt: | 827V
Resistance: | 2.7 mOhms (100KHz)
Current: f\?n /;rsn?se(;SOkHz 70C), 1241
Packaging Specifications
Packaging: | Bulk
Packaging Quantity: | 36
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requisite experience and capability to determine the correct products for their application. Any technical advice inferred from this Information or otherwise provided by us T

with reference to the use of our products is given gratis, and we assume no obligation or liability for the advice given or results obtained.
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