Electronic Components

KEMIET

T520, Tantalum, Polymer Tantalum, 47 uF, 20%, 6.3 V, 3528, SMD, Polymer, Molded, Low ESR, Non-Combustible, 40 mOhms,
Height Max = 2.1mm

KEMET Part Number: T520B476M006ATE040

Cathode End View Side View”] LB General Information
T ﬁ? Supplier: | KEMET
H Series: | T520
R 4 _JT } + Dielectric: | Polymer Tantalum
x*t LWJ Ls:j LSJ Style: | SMD Chip
) ) L. SMD, Polymer, Molded, Low
, Bottom View | Anode End View Description: ESR. Non)iC0mbustibIe
e A I + I?\ Features: | Low ESR
! 1y p Q RoHS: | Yes
———L——>INote: P, R: Termination cut-out Termination: | Tin
at KEMET's option, either end
Di . Specifications
; imensions Capacitance: | 47 uF
Footprint 3528 Capacitance Tolerance: | 20%
L 3:5mm +-0.2mm Voltage DC: | 6.3 VDC (105C)
W 2.8mm +-0.2mm Temperature Range: | -55/+105C
H 1.9mm +/-0.2mm Dissipation Factor: | 8% 120Hz 25C
T 0.13mm REF Failure Rate: | N/A
S 0.8mm +/-0-3mm Resistance: | 40 mOhms (L00kHz 25C)
F 2.2mm +-0.1mm 1800 mAmps (L00KHz 450),
A 1.9mm MIN Current: | 1260 mAmps (85C), 450 mAmps
B 0.4mm +/-0.15mm (105C)
P 0.5mm REF Leakage Current: | 29.6 uA (5min 25C)
R 1mm REF
X 0.1mm +/-0.1mm
Packaging Specifications
Weight: | 94.85 mg
Packaging: | T&R, 178mm
Packaging Quantity: | 2000

Statements of suitability for certain applications are based on our knowledge of typical operating conditions for such applications, but are not intended to constitute - and
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requisite experience and capability to determine the correct products for their application. Any technical advice inferred from this Information or otherwise provided by us
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