Cable Glands

Standard Cable Glands, Polyamide with Threads, with Locknut

Thread Type NPT acc. to ANSI B1.20.1

Outer : Clamping : Outer : Spanner
Thread : Range @ : Thread : Width

{ Outer: Max.

o

i Light grey RAL 7035 ]

i Height :

{ Grey RAL 7001 [

Black RAL 9005 Il

 Pg

Size i min-max | Length ! Cap ! Body% :
(Male) : VIR S B
: (SWoiSWo :
‘L Cap iBody D H :
mm im fmm imm fom iom iper
: i : Hi i : Description art Number : Description : Part Number : Description : Part Number :Box
NPT 1/2" “EP-SGLINPT12-LGR-A : 1SNG626118R0000: EP-SGL-NPT12-GR-A : 1SNG626119R0000: EP-SGL-NPT12-BL-A : 1SNG626120R0000: 50
" EP-SGL-NPTI2-LGRH EP-SGL-NPT12-GR-B | 1SNG626122R0000 EP-SGL-NPT12-BL-B: 1SNG626123R000050
EP-SGL-NPT12-LGR-C | 1SNG626124R0000; EP-SGL-NPT12-GR-C : 1SNG626125R0000° EP-SGL-NPT12-BL-C} 1SNG626126R0000 50
""" EP-SGL-NPT12-GR-D  1SNG62

:0.304-0551 0.

i EP-SGL-NPT12-LGR-

SNG626127R0000 :

: 1SNG626128R0000 :

EP-SGL-NPT12-BL-D

1SNG626129R0000 : 50

NPT 3/4" :9-16

{EP-SGL-NPT34-LGR-

SNG626130R0000

EP-SGL-NPT34-GR-A

£ 1SNG626131R0000

EP-SGLNPT34-BLA

1SNG626132R0000 25

" B SGLNPTLGR]

SNG626133R0000

EP-SGL-NPT34-GR-B

15NG626134R0000

EP-SGL-NPT34-BL-B

1SNG626135R0000 : 25

£0.354-0.708 0,
1220

NPT 1" { EP-SGL-NPT1-LGR-A i 1SNG626136R0000 : EP-SGL-NPT1-GR-A : 1SNG626137R0000: EP-SGL-NPT1-BL-A : 1SNG626138R0000: 20

{ 1SNG626140R0000 ¢

EP-SGL-NPT1-BL-B : 1SNG626141R0000 : 20

" B SGLINRTI LGR B CEPSGLNPTIGRE

£0.708-0.984 0.

Thread Type PG acc. to DIN 40430
Outer : Clamping : Outer :Spanner  : Outer: Max.
Thread i Range @ : Thread §Width. ]

{ Light grey RAL 7035 ] { Grey RAL 7001 [ { Black RAL 9005 I i Pkg
i Height : : :

Size i min-max : Length : cap {Bogy
(Male) : :
: (SWoSW :
TL iCap Body D iH :
mm imm imm imm imm imm iper
in iin iin iin in in : Description art Number : Description : Part Number : Description i Part Number Box
PGY : “EP-SGLPGI-LGR-A | 1SNG626142R0000: EP-SGL-PGO-GR-A : 1SNG626143R0000: EP-SGL-PGI-BL-A : 1SNG626144R0000: 50
: " EP'SGL-PGOLGRB "EPSGLPGO-GRB . 1NGE26146R0000 EP-SGLPGO-BLB  1SNGB26147R0000 50
{0.157:0315 10315
PG11 37 8 “EP-SGLPG1-LGRA “EP-SGLPGI1-GRA : 1SNG626149R0000: EP-SGL-PGT1-BL-A : 1SNG626150R0000:50
: 0315
: { EP-SGL-PG11-LGR-B { EP-SGL-PG11-GR-B : 1SNG626152R0000: EP-SGL-PG11-BL-B i 1SNG626153R0000 50
101970394
PG135 59 “EP-SGL-PG135-LGR- “EP-SGL-PG135-GR-A | 1SNG626155R0000 ¢ EP-SGL-PG135-BL-A’ 1SNG626156R0000:50
: " EP-SGL-PG135-LGR- "EP-SGL-PG135-GR-B | 1SNG626158R0000 EP-SGL-PG135-BL-B 1SNG626159R0000'
10.236-0472
PG16  7-12 “EP-SGLPG16-LGR-A : 1SNG626160R0000: EP-SGL-PGI6-GR-A : 1SNG626161R0000: EP-SGL-PG16-BL-A : 1SNG626162R0000: 50
. . " EP'SGLPGI6LGRE | 15NGE26163R0000 | EP-SGL-PGIE-GRE | 1SNGE26164R0000 | EP-SGL-PGISBL-B | 18NG626165R0000 50
103940551 10394  i1.083 :1.063
PG21 916 “EP-SGL-PG21-LGR-A | 1SNG626166R0000: EP-SGL-PG21-GR-A : 1SNG626167R0000¢ EP-SGL-PG21-BL-A : 1SNG626168R0000: 25
" EP-SGL-PG21-LCR-B | 1SNG626169R0000: EP-SGL-PG21-GR-B : 1SNG626170R0000; EP-SGL-PG21-BL-B | 1SNG626171R0000°25
PG 29 “EP-SGL-PG29-LGR-A | 1SNG626172R0000: EP-SGL-PG29-GR-A : 1SNG626173R0000: EP-SGL-PG29-BL-A : 1SNG626174R0000: 20
, , 13 BPeal P9 GRB EPSGL-PGIO-GR'B  1SNG626176R0000 . EP-SGL-PG2O'BLB  1SNGB26177R0000120
(0.708-0.984 10453  i1.654 i1.654 i1.854 11705 : : : : ]

All the main technical data provided are “manufacturer” values
Refers to UL files for precise approval per products
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L]
/ CABLE GLANDS 9

sales@prom-elec.com / OO0 NMPOM3JIEKTPOHNKA



