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MM

18.90

[.744 in]

7.00

[.276 in]

.80

[.031 in]

1POS.

2POS.

21.00

[.827 in]

12.00

[.472 in]

12.90

[.508 in]

4.80

[.189 in]

1.60

[.063 in]

9.70

[.38 in]

CIRCUIT: SPST

1 1a

PANEL THICKNESS
X +0.10/-0.00

0.75-1.25mm

1.25-2.00mm

2.00-3.00mm

0.756 [19.2]

0.764 [19.4]

0.772 [19.6]

RECOMMENDED PANEL MOUNTING

X

13.00 0.10

[.512 .004]

NOTE:

  1. DIMENSIONS IN MM [INCH]

  2. GENERAL TOLERANCE:  X.X = ± 0.4

                                       X.XX = ± 0.25

  3. TERMINAL NUMBERS FOR REF ONLY

  4. CONTACT MATERIAL: SILVER

  5. CONTACT RATINGS: ANSI/UL 1054 and CAN/CSA C22.2 No. 55 (E194579):

                                    10A @ 125VAC [UR, cUR]

  6. CONTACT RESISTANCE: 35mΩ MAX. @ 50VAC

  7. INSULATION RESISTANCE: 100MΩ MIN. @ 500VAC

  8. DIELECTRIC STRENGTH: 1,500VAC FOR 1 MINUTE

  9. ELECTRICAL LIFE: 6,000 CYCLES [UR, cUR]

 10. OPERATING TEMPERATURE: -20°C to 105°C [UR, cUR]

 11.     DENOTES CRITICAL PARAMETER
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[.457 in]

18.5

[.73 in]
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D 23426

REMOVED SEMKO RATING

6/28/18

MJR

15.00

[.591 in]

E 23582

update rating to 10A @ 125VAC

10/1/18

MW

I/O MARKING

COLOR: WHITE

NOTE:

  1. DIMENSIONS IN MM [INCH]

  2. GENERAL TOLERANCE:  X.X = ± 0.4

                                       X.XX = ± 0.25

  3. TERMINAL NUMBERS FOR REF ONLY

  4. CONTACT MATERIAL: SILVER

  5. CONTACT RATINGS: ANSI/UL 1054 and CAN/CSA C22.2 No. 55 (E194579):

                                    10A @ 125VAC [UR, cUR]

                                    EN 61058-1:2002:

                                    6(2)A 250V°~μ 1E4 T125-55 [ENEC14]

  6. CONTACT RESISTANCE: 35mΩ MAX. @ 50VAC

  7. INSULATION RESISTANCE: 100MΩ MIN. @ 500VAC

  8. DIELECTRIC STRENGTH: 1,500VAC FOR 1 MINUTE

  9. ELECTRICAL LIFE: 6,000 CYCLES [UR, cUR]

                               10,000 CYCLES [ENEC14: 10(4)a 250v~]

 10. OPERATING TEMPERATURE: -20°C to 105°C [UR, cUR]

                                                -20°C to 125°C [ENEC14: 10(4)a 250v~]

 11.     DENOTES CRITICAL PARAMETER
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