SHEET 1 OF 1

.55 6.10
[.022in] #6.35 [.240 in] 12.70
/" [@.250in] " [.500 in] — ™
85 ?2.38 Jp ©6.35 — y—
4.70 4.70 [.033 in] [8.094 in] [3.250 in] T
[.185in] [.185in] Without With Standard 11.43
Locking Ring Locking Ring \ [.450 in]
$’ $’ PANEL MOUNTING l
4.83 ?1.85 | —
190 in
[ 1 $ 1{ $ [©.073 in] KEYWAY
RECOMMENDED POS. 1 POS. 3 o e 292
PANEL MOUNTING s /,‘\ ] [.115in]
-7\ =~ )
\ :/ A 1041
A SWITCH FUNCTION \ / [4Lin]
POS.1 | POS.2 | POS. 3 5 5 l
1/4-40 UNS - 2A i T
I&I I‘E‘I I‘izl ——_7 I —— 8.89
PY —] [.350 in]
ON NONE ON 3 2 9 | ‘
2-3,56| NA |2-1,54 CIRCUIT: DPDT E-SWITCH = = f
MARKING ON—__ | [ON ON
OPPOSITE SIDE ~ 8.89
[.350in]
NOTE:
1. ALL DIMENSIONS IN MM [INCH] ' = ¢ ' y
2. GENERAL TOLERANCE: X.X = 0.4 f 660 ¢ 1o
X.XX = £0.25 150 [-261n] [ 35in]
3. TERMINAL NUMBERS FOR REF ONLY [.06in] 6 EPOXY 6 3
A 4. CONTACT MATERIAL: GOLD : SEAL ¥ ¥
5. RATING: 0.4 VA MAX. @ 20 VAC OR VDC MAX.
6. ELECTRIC LIFE: 40,000 make-and-break cycles at full load. 1.27
7. INSULATION RESISTANCE: 1,000 Mega-ohm min. [. 030 in] [ 050 in]
8. DIELECTRIC STRENGTH: 1,000 V RMS @sea level. 4.70 4.70 '
9. OPERATING TEMP.: -30°C to 85°C [.185in] [.185 in] 4.83
10. A DENOTES CRITICAL PARAMETER. ' ' [.190 in]
11. HARDWARE TO BE SHIPPED BULK:
T100011 - LOCK WASHER (1)
T100015 - LOCK RING (1)
T100000 - HEX NUT (2) Y
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