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FINISH:
SHELLS — TIN PLATED PER MIL—-T—-10/2/7 OVER COPPER PER MIL-C—14550.

984 INTEGRAL PART OF INSERT.
. - 666 - A MATER|AL2
10 MOLDED PARTS — FLAME RETARDANT, 94V—0O RATED, GLASS FILLED NYLON, BLACK.
TYP SHELLS — STEEL PER ASTM A109.
4 A | N /3 FINISH:
[ — 120 DIA SHELLS — TIN OR TIN—LEAD PLATED PER MIL—T—10727.
7 N\ 2 HoLes ;

748364—5 IS FOR AMP THAILAND. PART HAS CIRCUIT HOLE #9 BLOCKED.

GROUNDING INDENTS (SEE TABLE)
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AMP, PART NO. & DATE CODE, MARKED
IN AREA INDICATED, ON FAR SIDE

mw | /48364

SUPERSEDED BY /48364 —1 STANDARD 4 YES 5\ /48364—5
SUPERSEDED BY /483564 —1 SMALL PACK 4 YES /48304—4
OBSOLETE STANDARD 3 NO /48364 —2
STANDARD 2 YES /48364 —1
PACKAGING SHELL GROUNDING
TYPE FINISH INDENTS PART NUMBER
DWN 12-3-86
THIS DRAWING IS A CONTROLLED DOCUMENT. CHE'R‘CHARD — -TE TE Connectivity
DIMENSIONS: TOLERANCES UNLESS S.WELDON
OTHERWISE SPECIFIED: APVD 12-4-86 | NAME
neReS e _L_DREKOSKY PLUG CONNECTOR, SIZE 1,
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