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S5mm Red/Yellow Green LED

OSRGS5131A-C

sFeatures

aOutline Dimension

* 5mm Standard Directivity 5.0
» Superior Weather-resistance
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*  RoHS Compliant !
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sAbsolute Maximum Rating (Ta=25 ) sDirectivity
Item Symbol Value Unit
DC Forward Current Iy 50 mA
Pulse Forward Current* Lep 150 mA - o
Reverse Voltage Vi 5 A4 " "
Power Dissipation Py 200 mW
Operating Temperature Topr 230 ~ +85
Storage Temperature Tstg 30 ~+100 90° 05 0.5 90°
Lead Soldering Temperature Tsol 260 /Ssec -
*Pulse width Max.10ms Duty ratio max 1/10
sElectrical -Optical Characteristics (Ta=25 )
Item Symbol Condition | Min. | Typ. | Max. | Unit
DC Forward Voltage Vi (Red) I[=20mA 1.8 2.0 2.4 A\
DC Forward Voltage Vi (Green) [=20mA 1.8 2.0 2.4 A"
DC Reverse Current Iz Vr=5V - - 10 pA
Ap(Red) [=20mA 620 625 630 nm
Domi. Wavelength
Ap(Green) [=20mA 565 570 575 nm
Iv(Red) I;=20mA 220 330 500 mced
Luminous Intensity
Iv(Green) [=20mA 150 220 330 mcd
50% Power Angle 2012 [=20mA - 30 - deg
LED & Application Technologies
VER A.0
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