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D 1 MATING TAB THICKNESS .032
A ASTERISK * FOR PHOS BRONZE ITEMS ONLY.
3  WIRE INSULATION DIA TO BE .140 MAX
4 MAX RECOMMENDED OPERATING TEMP IS
105°C OR 221°F
METAL SLEEVE:
INSULATION TIN—PLATED COPPER S VOLTAGE RATING IS 300V MAX
NYLON: COLOR—RED 6 CIRCULAR MIL AREA 0.3-1,5mm2
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TIN PLATING PHOS BRONZE P 160834—5
TIN PLATING BRASS 160834 -2
FINISH - TERMINAL FASTON RECEPTACLE MATERIAL PART NO
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CH}; ruth SFEBOE - TE TE Connectivity
DIMENSIONS: TOLERANCES UNLESS APT/DM‘CH‘ELUTT‘ >2FEBOS | NANME
INCHES OTHERWISE SPECIFIED: T M\CH\ELUTT\
R L S oTUCT SPEC 250 SERIES P.I.D.G. FASTON REC,
A 1 PLC + - ASS’Y, PIGGYBACK, LOOSE PIECE
@E% PG+ oo WIRE SIZE: 22-16 AWG
4 PLC + - SIZE CAGE CODE | DRAWING NO RESTRICTED TO
ANGLES + 030 @
MATERIAL FINISH WEIGHT
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