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1A-2A CIRCUIT: DPST
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CONTACT MATERIAL: SILVER
CONTACT RATING: 16A 125VAC [UR, cUR]

10A 250VAC [UR, cUR]
1/3HP 125/250VAC [UR, cUR]

10(4)A 250V~1E4 T125/55 [ENEC14]

10(2)A 250V~5E4 T85/55 [ENEC14]

. CONTACT RESISTANCE: 35mQ MAX. @ 50VAC

. INSULATION RESISTANCE: 100MQ MIN. @ 500VAC
. DIELECTRIC STRENGTH: 1,500VAC FOR 1 MINUTE
. ELECTRICAL LIFE: 6,000 CYCLES [UR, cUR]

10,000 CYCLES [ENEC14: 10(4)A 250V~]

. OPERATING TEMPERATURE: -20°C TO 105°C [UR, cUR]

-20°C TO 125°C [ENEC14]

A DENOTES CRITICAL PARAMETER
2011/65/EU (ROHS) COMPLIANT

MARKING COLOR:
WHITE

$23.00
[.906 in]

5.5+1.0
[.22£.04 in]

POS. 2

N

POS. 1

2.00
[.079 in]

l

22.5+£1.0
[.89+.04 in]

!

14.50
[.571in]

475 |
[.187in]

9.20
[.362 in]

ACTUATOR COLOR:
BLACK

BODY COLOR:
BLACK

' 20.70
+— 515 in]

.80
[.031in]

2.50

[.098in] — |

4.00
[.157 in]

F 23471

REMOVED SEMKO RATING

7/24/18

MIR

E 22403

ADDED BOTTOM VIEW

7/22/16

MIR

o
(O E*SWITCH"®
v

REV

PCR NO

DESCRIPTION

DATE

BY

THE INFORMATION CONTAINED IN THIS DOCUMENT IS PROPRIETARY
TO E-SWITCH AND IS NOT TO BE COPIED OR TRANSFERRED

TTLE  RR812C1121

SCALE
3:2

DATE

3/8/2012

DR

BGL

WG
38-RR812C1121

REV

sales@prom-elec.com / OO0 NMPOM3JIEKTPOHNKA




