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CAR TRANSMITTER
AND CHARGER
WITH BLUETOOTH
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HANDS FREE BASS BOOST POWER DELIVERY GOOGLE
FUNCTION QUICK CHARGE 3.0 ASSISTANT
SIRI
(EN) TECHNICAL SPECIFICATION

Bluetooth version: 5.0 =

Bluetooth protocols supported: AVRCP, HFP, A2DP savio* w12

Frequency range FM: 87.6 —107.9 MHz ﬁﬁg’gﬁ:;gégswﬂm
WITHBLUETOOTH

Power supply: 12V [ 24V TANSUTE SAvockopowyups
Zwﬂw“”““"ukmx:um

Power Delivery output voltage: 5V [ 3A,9V [ 2A,12V [ 1.5A

USB output voltage (Quick Charge 3.0): 5V [ 3A, 9V [ 2A,12V [ 1.5A

Supported Micro SD card: up to 64 GB

Supported audio file formats: MP3, WMA, APE, FLAC, WAV

LED screen displays: frequency, track number etc.

Hands free kit function (built-in microphone) yes

Bass boost function yes

TR-12 car transmitter is a multifunctional device equipped with Bluetooth 5.0.
The used chipset allows playing music in excellent quality. Two USB ports
allow to quickly charge a smartphone using Quick Charge 3.0 and Power
Delivery technologies. Combination of the hands-free function with a high-
class rotary microphone guarantees the best quality during calls. The transmit-
ter is equipped with a 5-step joystick which allows for quick and easy opera-
tion, LED display, Bass Boost function, and support for Google Assistant and

Siri services. o O
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