|

My
—O— OptoSupply

Xeon 1 Power Yellow LED
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mFeatures sOutline Dimension

+ Highest Luminous Flux

« Super Energy Efficiency Anode+) /éb

* Long Lifetime Operation %\ |

* Superior UV Resistance ‘ ﬁ \ 0 7?

sCaution mﬁ %)%/

* Avoid Reflow Soldering Process S Cathodec

mApplications -55 - |

. Read lights (car, bus, aircraft) r / \ n

. Portable (flashlight, bicycle) é olo g

+ Bollards / Security / Garden & i ,/JI : g &

+ Traffic signaling / Beacons - 145 g h

+ In door / Out door Commercial lights Unit:mm

« Automotive Ext

Tolerances are for reference only

mAbsolute Maximum Rating (Ta=25C)
Item Symbol Value Unit

DC Forward Current Ir 400 mA
Pulse Forward Current* Iep 500 mA
Reverse Voltage Vi 5 \Y4
Power Dissipation Pp 1200 mwW
Operating Temperature Topr 230 ~ +85 K
Storage Temperature Tstg -40~ +100 °
Lead Soldering Temperature Tsol 260°C /5sec -
*Pulse width Max.10ms Duty ratio max 1/10
mElectrical -Optical Characteristics (Ta=25C)

Item Symbol | Condition | Min. | Typ. | Max. | Unit
DC Forward Voltage VE I[=350mA 2.0 2.5 3.0 \'%
DC Reverse Current Iz Vr=5V - - 10 HA
Domi. Wavelength Ap [=350mA 585 590 595 nm
Luminous Flux Ov Iz=350mA 40 50 - Im
50% Power Angle 2012 [=350mA - 140 - deg

Note: Don’t drive at rated current more than 5s without heat sink for Xeon 1 emitter series.
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LED & Application Technologies
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REACH

The new EU chemicals legistation
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ATTENTION

OBSERVE PRECAUTICNS
ELECTROSTATIC
SENSITIVE DEVICES




