Amphenol®

Amphenol MIL-C-5015 Connectors
MS-A,E/F,.R & B Class

Accessories Dimension

Sealing Gasket
BMA 31
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- BMA31-10 10S,10SL 25.40 18.26 14.9 3.2

BMA31-12 125,12 27.79 20.62 16.4 3.2

BMA31-14 148,14 30.18 23.01 20.4 3.2

- BMA31-16 16S,16 32.54 24.61 23.0 3.2

BMA31-18 18 34.94 26.97 25.9 3.2

; BMA31-20 20 38.10 29.36 29.1 3.2
|‘3 1 BMA31-22 22 41.28 31.75 32.0 3.2
A 13402 BMA31-24 24 44.45 34.93 35.3 3.8
BMA31-28 28 50.80 39.67 41.5 3.8

BMA31-32 32 57.15 44.45 47.5 4.6

BMA31-36 36 63.50 49.23 54.7 4.6

The flat gasket of synthetic rubber material is provided to take complete
advantage of waterproof and pressure sealing features. It is use with the
flange mounted receptacle.

Panel Mounting Hole(Reference)

Shell gA OB c
Size +0.5 +0.12 +0.2
10SL 17.5 18.26 3.2

C
4 Holes 128 18.5 20.62 3.2
&) 12 18.5 20.62 3.2

148 220 23.01 3.2
14 220 23.01 3.2
B 16S 25.0 24.61 3.2
K 16 25.0 24.61 32
18 30.0 26.97 3.2
20 33.0 29.36 3.2
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22 35.0 31.75 32
24 39.0 34.93 38
| B | 28 45.0 39.67 38
32 52.0 44.45 46
36 59.0 49.23 46
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