SBL 12-12L

Nominal voltage

12V

Nominal capacity

12 Ah @ C20 to 1,75 V/cell

Technology

AGM (Absorbent Glass Mat)

VRLA (Valve Regulated Lead Acid)

Weight

~3Tkg

Design life time

10-12 years (standby use)
Long Life acc. Eurobat

Internal resistance

~19 mQ (full charged)

Operating temperature
range

had

% Pb

Discharge -20°C ~ +60°C

gesigned for stan9%Y use

Charge 0°C~+50°C

Storage -20°C - +60°C

Max. discharge current

180 A (5 sec)

Short circuit current

600 A

Max. charging current

36A

Charging voltage

Standby use 13,7~ 13,9 VDC

Cycle use 14,6 ~14,8 VDC

Self discharge

Monthly is less than 3% at 25°C

Container material

ABS UL94HB (optional UL94-V0)

151

i Length | 151:1,5mm
‘ ' Width | 98+15mm
6.35

- | Height | 95+1.5mm
82 -8 :L ﬁ]—il ﬁ Totalheight | 101:15 mm

.

[ ) | [/‘L\J o8 Tertn;gl:SI fast-on 6,3 mm
CONSTANT CURRENT DISCHARGE CHARACTERISTICS (A at 25°C)

Voltage/Tme ~ 5MIN ~ 1OMIN  15MIN  30MIN  GOMIN 2H 3H 4H 5H 8H 10H 20H
160V 4640 3170 2480 1380 814 43 318 265 212 148 118 061
165V 4500 3080 2430 1350 804 428 315 263 210 147 117 061
170V 4350 2990 2370 1330 794 424 312 260 207 145 116 061
175V £10 2900 2320 1300 185 420 309 258 205 144 114 0,60
180V 1060 2820 2260 1270 775 416 306 255 202 141 112 059
185V 3898 2107 2170 1219 144 400 294 245 194 136 1,08 057

CONSTANT POWER DISCHARGE CHARACTERISTICS (W/cell at 25°C)

Voltage/Tme ~ SMIN  10MIN  15MIN  30MIN  BOMIN 2H 3H 4H 5H 8H 10H 20H
160V 862 587 467 210 16 88 650 5,42 420 293 223 1133
165V 84, 517 16,0 2656 16,0 83 643 5,37 417 292 222 1133
170V 819 56,6 153 262 158 87 637 532 413 290 220 1117
175V 798 55,6 145 258 157 86 6,32 527 412 288 218 1117
180V 716 546 139 254 155 85 623 520 4,08 285 217 1100
185V 745 524 422 244 149 8,2 5,98 5,00 392 25 208 1,050
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EFFECT OF TEMPERATURE ON LONG TERM LIFE CYCLE LIFE IN RELATION TO DEPTH OF DISCHARGE
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Standards met:
PN-EN 60896-21:2007 * PN-EN 60896-22:2007 ¢ PN-EN 61056-1:2013 ¢ PN-EN 61056-2:2013 « PN-E-83016:1999
Batteries manufactured in compliance with: ISO 9001 ¢ ISO 14001
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AGM Technology Standard Type -20st°C - 40st'C Recyclable Life Expect. EURDBAT

All data contained in this document, are subject to change. The manufacturer reserves the right to change them without prior notice.



