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LED SCHEMATIC

ADAPTER

WIRE LENGTH

SWi1-1 WIRE, 24 AWG AWM UL1007, BLACK 150.0 [5.9in]

SW1-2 WIRE, 24 AWG AWM UL1007, BLACK 150.0 [5.9in]

#8.007:39
.31575%8 in

RECOMMENDED
PANEL MOUNTING
THICKNESS 1-6mm

NOTE:
ALL DIMENSIONS IN MM [INCH]
GENERAL TOLERANCE: X.X = +0.4
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. TERMINAL NUMBERS FOR REF ONLY

. OPERATING TEMP: -25°C to 55°C

. CURRENT RATING: 2mA-20mA

. LAMP VOLTAGE: 6V

. IP RATING: IP67

. & DENOTES CRITICAL PARAMETER.

. HARDWARE SUPPLIED: O-RING AND HEXNUT
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A 1| UMINATION M8 X 0.75
COLOR: RED THREAD

A BODY:
STAINLESS STEEL

_.‘/u._
_.,/u._

(2) WIRE, 24 AWG,
AWM UL1007, BLACK
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ECO NO

DESCRIPTION

DATE BY

ECO-100714

Added 18.0 and 1.50 dimensions
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OBJECT ID

000003265
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