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CABLE STRIPPING DIM'S MOUNTING HOLE

8 HEX
1/4—36UNS—2A
8 HEX / o / (3) k&j
| 1,93 /
' M tﬁg 7
| : X XXX
XX

NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES)
1. BRASS PER QO-B-626
2. BRASS PER QQ-B-613
3,GOLD PL. 3 MIN. THICK OVER NICKEL PL 100 MIN. THICK 1 CRIMPED FERRULE

OVER COPPER STRIKE 7
4. BERYLLIUM COPPER PER QQ-C-530 HEX CRIMP SIZE 273
5 GOLD PL. 50 MIN. THICK OVER NICKEL PL. 100 MIN. THICK 2. CONTACT PIN TO SOLDER
OVER COPPER STRIKE _
6. TEFLON MIL—P—194683 3 MAX pANEL TH\CKNE88752WW
7 |FERRULE COPPER | NOTE 3 1 |FR-648/533X127C
6 |CONTACT PIN NOTE 4 NOTE 5 1T |SMABST11B3—3—127| DIMENSIONS ARE IN MILLIMETERS PART NO
/11 SMAB411A3-36T506—1-50 Am Qh@l‘i 0
UNLESS OTHERWISE SPECIFIED 7
5 |HEX NUT NOTE 1 NOTE 3 1 HN871/4736X16 TOLERANCES AFPFROVED DATE
4 |LOCK WASHER| NOTE 2 | NOTE 3 1 |LW—102/65X05 0.5-6 = +0.2 10-11-01"
3 |RING NOTE 1 | NOTE 3 | 1 SMA7071/A4 48 630 = =0+ " SMA BULKHEAD CRIMP JACK
- 30-120 - +06 CHECKED DATE : (FOR RG-58C/U,58/U)
2 |INSULATOR NOTE 6 | NATURAL | 1 [SMAB411A3—2T—50 190-315 = +1 10-11-01
1 |BODY NOTE 1 NOTE 3 1 |SMAB411A3—1-46 315-1000 = £1.8 DRAWN DATE PRAING NO-
51 1000-2000 — +24 10-11-01" KJ—=SMAB411AS3—-3GT50G-58U—-50
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