REVISIONS

REV | ECO DESCRIPTION DATE BY | APPR
Al - RELEASED DRAWING MAY-09-16 | JONY -

81.5 MAX

@30.6

MASTER KEYWAY

13¥00S'SOd6T YT 3ZIS TIFHS HOVE'ONTdALYW-003  3aie |

NOTES : (UNLESS OTHERWISE SPECIFIED) —
1. MATERIAL : i |_RTS6BS14*19S*
SHELL : THERMOPLASTIC , UL94 V0. ————
INSERT : THERMOPLASTIC , UL94 V-0.
COUPLING NUT : THERMOPLASTIC , UL94 V-0.
O-RING : NBR OR SR.
WAVE WASHER : STAINLESS STEEL.
BACK SHELL : THERMOPLASTIC , UL94 V-0,
CLAMP NUT : THERMOPLASTIC , UL94 V-0.
PLASTIC RING : THERMOPLASTIC , UL94 V-0.
RUBBER RING : NBR OR SR. DIMENSION @A | CABLE OD RARGE KEY PART NUMBER
2. SPECIFICATIONS : -40°C ~ +105°C -40°C ~ +125°C
2.1 RATED CURRENT : 5A (MAX). 12.3MM 5.0-12.0MM N | RTSGBSIANISS | RTSGBS1AN19SO3

2.2 RATED VOLTAGE : 250V(AC/DC).
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2.3 OPERATING TEMPERATURE : SEE CHART . 14.3MM 7.0-14.0MM
2.4 DIELECTRIC WITHSTANDING VOLTAGE : LESS THAN
2 MILLIAMPS CURRENT LEAKAGE@2000 VOLTS AC.
2.5 INSULATION RESISTANCE : 5000 MEGOHMS MIN. QUANTITY|  PART NUMBER DESCRIPTION [ mew
2.6 IP CLASS : IP67. MATERIALS LIST
2.7 MATING CYCLES DURABILITY : 500 CYCLES MIN. e e e [ SRS LB Amphenol
2.8 RoHS COMPLIANT. srpEcios | et e Sine Systems - www.amphenol-sine.com
3. SUITABLE CONTACTS : 20# CONTACTS. 3 note re’;e"ce: & ENGINEER 44724 Morley Qrive
4. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY. e Clinton Township, Mi 48036
oL Sreememone CUSTOMER: ECO-MATE,PLUG,BACK SHELL,
e SIZE 14,1908 SOCKET
e Ble. | RTSEBSNNS AL
NEXT ASS'Y: MANUFACTURING VARIATIONS. SSAENONE |SNEET 1 o 1
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